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These electrical drawings are not wiring diagrams, but schematic 
plans prepared to aid the Electrical Contractor in bidding the 
@lectrical revisions and additions shown. It is intended that 
the Contractor shall visit the job site prior to bidding, verify 
all existing conditions which will be affected by or will have 
affect upon the required revisions and additions, prepare a 
wiring diagram, secure ali permits, and accomplish the work, 
securing approval from the Architect for deviations from the 
schematic plan. 


Branch circuit wiring. The Contractor shall trace the load on 
existing branch circuits, remove all unused wiring, make code 
approved circuit consolidations (where possible) to conserve and 
up-date use of existing capacity, and provide new updated panel 
Schedules. Provide new branch circuit wiring as outlined in 
subsequent notes. Provide copies of resulting panel schedules 
and transmit with the electrical record drawing set, which shall 
have “as-built” circuit number assignments noted. 


It is emphasized that conduit, conductor, outlets, junction boxes, 
etc., shown on the drawings, are not the complete wiring system 
but only shown to schematically illustrate to the bidding Con- 
tractor the guidelines and the intent of the design. 


New wiring shown only reflects an amount of wiring in new raceway 
to supplement the existing. The Contractor's pre-bid visit to 
the job site shall determine the amount of wiring required to be 
installed in existing raceway (not shown) in order to provide a 
complete and operable job. 


The Contractor is encouraged to make practical changes (at no 
additional cost to the Owner) in conduit routing where existing 
conditions obviously vary from those assumed, 


Connect each new device or new item of it to existing or 
new branch circuit wiring. It is the gener +t that new 
devices shall be connected, reusing oxtapeag circuits wherever 


Unless otherwise shown, every attempt should mad 
ape 0 existing 120 volt receptacles in use. Fa ” , 
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ELE TRICAL SYMBOLS SHOWN DASHED 
OR DOTTED ARE EXISTING, AND IN 
CERTAIN CASES REPRESENT A 
SOVRCE FOR NEW WIRING. 





Where it is judged to be more practical to replace an existing 
branch pant with a single larger panel, rather than eee 
Second panel, the Contractor shall have this option, pri 
this does not result in an increased cost #6 the Owner. 


The Contractor shall provide additional branch service p 

to wire and connect lighting and power load which existing 5 

are not able to accept due to limited capacity. Every ef! 

should be made to control branch circuit overcurrent 

by floor. The Contractor shall provide all wiring (min. = y 
necessary to provide a complete, operable, and safe els ca 
system. 


At each new recessed branch panel(s) stub a “ror favre ures 3/4" 


Spare conduits into accessible space and cap for 


The Contractor shall prepare a final and complete Dis 
System Riser Diagram and install in framed wall 
cent to main distribution panel. The Contractor shall 
a copy of the Riser with the recond arawing set to be 
to the Architect at the completion of all work. 


Alternate Bid - New Electrical Service. Provide an 

bid figure (additive) to remove the existing main servic 
ment located under the west stairwell, and provide a 
main distribution panel, 120/240 volt, s: le 

complete with metering Cabinet and feeder 

existing (or resulting) feeders. Provide a to 

three pole breakers or spaces, including one 1 

Provide metering facilities, temelnetnaaa 

in accordance with the requirements of © 

all arrangements with the serving U 
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